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Valves

Installing a sample loop on a Rheodyne® manual 
sample injection valve in Rohnert Park, CA
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IDEX Health & Science

Dear Customer

We are pleased to present our 2011/2012 catalog, which includes 
Innovadyne™, Ismatec®, Isolation Technologies™, Rheodyne®, Systec®, 
and Upchurch Scientific® products. In this catalog, you will find all the 
critical fluidic products and high-quality components you’ve come to 
expect from IDEX Health & Science. 

This catalog has a new ‘look and feel’, with a new organization to all 
of our products.  Now, you will be able to find all of our fittings in one 
chapter, with separate chapters for products like tubing, valves, pumps, 
etc.  And, as always, we have many new products – including some 
very innovative UHPLC fittings and accessories – scattered throughout 
the catalog that we hope will prove useful to you. 

We appreciate your business and continued loyalty to our family of 
products and services and thank you for trusting IDEX Health & Science 
with your liquid handling needs. Your feedback is valuable, so please 
let us know if there are ways we can be of greater service.

Joe Stupfel 
VP Marketing & Research, Development & 
Engineering 
IDEX Health & Science LLC
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Ordering Information

For North America orders:

Tel: +1 800 426 0191     +1 360 679 2528
Fax: +1 800 359 3460     +1 360 679 3830

 E-mail: CustomerService.hs@idexcorp.com

For Europe orders:

Tel: +49 (0) 1801 808 800 
Fax: +49 (0) 9377 1388

 E-mail: CustomerService.hseurope@idexcorp.com

For Asia orders:

 E-mail: CustomerService.hsasia@idexcorp.com
 NORTH ASIA

Tel: +86 10 6566 9090
Fax: +86 10 6567 5152

 SOUTH AND SOUTHEAST ASIA

Tel: +91 22 66 78 00 50
Fax: +91 22 66 78 00 55

 JAPAN

Tel: +81 3 3263 5390
Fax: +81 3 3511 5890

For Online orders:

 Web: www.idex-hs.com

Please include the following information with your order:  Purchase 
Order Number, Contact Name, Shipping and Billing Address, 
Telephone Number, Product Number(s) and Quantity(ies). If you are 
a Purchasing Agent, please include the name of the person for whom 
the products are ordered.

For your information, our Federal Taxpayer Identification number is 
01-0736657.

Order Processing/Shipping
Orders process within one business day and ship within two business 
days. Requests for earlier shipments can be made — please contact 
IDEX Health & Science for more details.

All shipments are FCA unless otherwise noted. Shipping charges will 
be prepaid and added to the invoice. Or, if requested, we will charge 
your carrier account number.

Terms
Terms of payment are net 30 days. Mastercard®, 
Visa® and American Express® are accepted. 

There is no minimum order. Customers are responsible for C.O.D. charges 
if they elect this payment method. Terms and prices are subject to change 
without notice. Visit www.idex-hs.com for complete Terms & Conditions.

Return of Materials
Returns must be authorized in advance. Please contact us within 30 days 
of purchase for your Returns Material Authorization (RMA) Number. 
A restocking fee may apply. 

The IDEX Health & Science brands represented in this catalog 
(Innovadyne™, Ismatec®, Isolation Technologies™, Rheodyne®, Systec®, 
and Upchurch Scientific®) have established relationships with a large, 
global network of Distributors, many of whom can offer the product 
support and assistance that we cannot, including:

   Carrying local inventory of commonly-ordered items
   Understanding YOUR working environment and requirements
   Providing technical application assistance
   Answering questions regarding new and existing products
   Complete availability during your time zone business hours
   Personal visits as required
   Access to complementary product lines to provide

a “one-stop shopping” experience

We have come to rely on our authorized Distributors to provide value-
added service to end-users of our products. So, while we are happy 
to take your order directly, we encourage you to contact your local 
Distributor — we feel confident it will be a positive experience!

How to Find A Local Distributor
For a complete distributor listing please visit www.idex-hs.com/
distributors or email:

 US: CustomerService.hs@idexcorp.com
 Europe: CustomerService.hseurope@idexcorp.com
 Asia: CustomerService.hsasia@idexcorp.com

Our customer service team will help you contact a distributor in  
your area.

Return of Materials
Product purchased through a Distributor must be returned directly  
to that Distributor. Please contact them for Return Material  
Authorization procedures.

Direct from IDEX Health & Science Direct from our Global Distribution Network

How to Order

The products in this catalog are intended for use with analytical, biotechnology and diagnostic equipment 
and accessories. THE MANUFACTURERS OF THE PRODUCTS IN THIS CATALOG SHALL HAVE NO LIABILITY 
WHATSOEVER DUE TO ANY MISUSE OF THEIR PRODUCTS. Of course, the safe use of our products depends on 
our customers, since it is you who select and control the protective gear and safety procedures used, as well as the 
pressures, temperatures, solvents, samples, ventilation, and other variables. Product and material performance 
ratings are provided as guides only.  Individual field tests should be performed by customers to determine safe 
operating parameters given your particular procedures and use.

IDEX Health & Science facilities are certified ISO 9001. Some facilities are also 
certified ISO 13485:2003.

Visit Us At        WWW. IDEX-HS.COM

Customer Number:
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High Pressure Valves
Rheodyne® valves fit virtually any flow control application. There are 
valves for preparative, analytical, nano, and microscale analysis in a 
variety of flow configurations. Pressure ratings of the valves in this 
chapter range from 125 psi (9 bar) to 15,000 psi (1,034 bar).

MX Series II™ Modules are actuated electronically and can be easily 
adapted to existing instrumentation using contact closure, BCD, I2C, 
USB, or used as stand alone devices.  Industry standard sample injectors 
and switching valves are designed for manual actuation. Locate the 
valve module and flow configuration of choice using the table below.

Genuine Rheodyne valve accessories are also featured in this chapter.  
Please see the pages indicated below for more information on these 
valve consumables:

   Vespel®, ETFE, and PEEK™ rotor seals; stainless steel, PEEK, 
and propriety material stators (page 134)

   Rheodyne RheBuild® Kits (page 135)

   Stainless steel and PEEK sample loops (page 136 and 137)

   Needle port accessories, mounting brackets, and the 
IDEX Wrench (page 139 and 140)

Order Online        WWW. IDEX-HS.COM

Valve Configurations

Valve Module Flow Configuration
Connecting  
Tubing Size Page

MXT Modules: 
Very High Pressure 
(<15,000 psi)

•  2-position, 10-port Switching
•  6-position, 7-port Selection
• 2-position, 6-port Switching

1/16” OD 127

MXP Modules: 
High Pressure 
(<6,000 psi)

•  2-position, 6-port Switching  
(analytical and nano scale)

•  2-position, 6-port  
Vertical Port Switching

•  2-position, 10-port Selection  
(analytical and nano scale)

• 6-position, 7-port Selection

1/32” or 1/16” OD 127

MXX Modules: 
Low Pressure  
(<125 psi)

•  2-position, 6-port Switching 
•  2-position, 6-port Double  

3-Way Switching
•  6-position, 7-port Selection 
• 10-position, 11-port Selection  

1/16” or 1/8” OD 141

Manual Sample 
Injectors

•  Dual Mode Analytical, Micro  
and Preparative Scale Injector

•  Single Mode Analytical and 
Micro Scale Injectors

0.020”, 1/16” or 1/8” OD 131 – 132

Manual  
Switching  
Valves

•  2-position, 6-port Switching
•  2-position, 6-port 3-Way and  

4-Way Switching
•  6-position, 7-port Selection

1/16” or 1/8” OD 133
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MXT Valves for Fast Chromatography
   Valves for proprietary ultra-high performance applications
   Can withstand up to 15,000 psi (1,034 bar)
   Made from combination UltraLife™ material
   Available in a two-position and a six-position version
   Designed for use Rapid Replacement Pod™ for quick and 
easy maintenance

MXP High Pressure Valves for HPLC
   Switching, selection, and injection valve models
   Can withstand up to 6,000 psi (414 bar)
   Chemically compatible for use with most mobile 

phase compositions
   Available with analytical and nano-scale flow paths

Please note: flow paths for the MX Series II™ modules can be viewed 
on page 128.

Flow Passages Nano: 0.10 mm (0.004”) diameter
Analytical: 0.25 mm (0.010”) diameter

Power Requirements 100–120 VAC, 50-60 Hz

Regulatory Compliance CE Mark

Remote Control USB, I2C, BCD, Level Logic

Operating Temperature 0 °– 40 °C, non-condensing

Storage Temperature 0 °– 75 °C

Dimensions ( H x W x D) 117 mm x 76 mm x 128 mm (4.6” x 3.0” x 5.0”)

Specifications

Part No. Description Pressure Rating Connections
Wetted 
Material

Rapid 
Replacement Pod

MXT HPLC VALVES
MXT715-000 2-position, 6-port, Switching Valve, MX, TitanHT™, VHP 15,000 psi (1,035 bar) 10-32 ports for 1/16” OD Tubing UltraLife PD715-000

MXT715-102 2-position, 10-port, Switching Valve, MX, TitanHT, VHP 15,000 psi (1,035 bar) 10-32 ports for 1/16” OD Tubing UltraLife PD715-102

MXT715-105 6-position, 7-port, Selection Valve, MX, TitanHT, SEL 15,000 psi (1,035 bar) 10-32 ports for 1/16” OD Tubing UltraLife PD715-105

MXP HPLC VALVES
MXP7900-000 2-position, 6-port, Switching Valve, MX, TitanHP™ 6,000 psi (410 bar) 10-32 ports for 1/16” OD Tubing DuraLife®* PD7900

MXP7920-000 2-position, 6-port, Vertical Port Injector, MX, TitanHP, VP 6,000 psi (410 bar) 10-32 ports for 1/16” OD Tubing DuraLife PD7920

MXP7960-000 2-position, 10-port, Switching Valve, MX, TitanHP 6,000 psi (410 bar) 10-32 ports for 1/16” OD Tubing DuraLife PD7960

MXP7970-000 6-position, 7-port, Selection Valve, MX, TitanHP 6,000 psi (410 bar) 10-32 ports for 1/16” OD Tubing DuraLife II** PD7970

MXP7980-000 2-position, 6-port, Nano Switching Valve, MX, TitanHP 6,000 psi (410 bar) M4 ports for 1/32” OD Tubing DuraLife II PD7980

MXP7986-000 2-position, 10-port, Nano Switching Valve 6,000 psi (410 bar) M4 ports for 1/32” OD Tubing DuraLife II PD7986

MXP9900-000 2-position, 6-port, Biocompatible Switching Valve, MX, TitanHP, SEL 6,000 psi (410 bar) 10-32 ports for 1/16” OD Tubing PEEK™ PD9900

MXP9960-000 2-position, 10-port, Biocompatible Switching Valve, MX, TitanHP 6,000 psi (410 bar) 10-32 ports for 1/16” OD Tubing PEEK PD9960

* Duralife is a propriety material combination of SST and an advanced polymer.
**Duralife II is a proprietary material combination consisting of Titanium and an advanced polymer.

Top Seller SEE STARRED PRODUCTS

Related Products

   VHP Fittings on pages 6 – 7

   Fittings for Coned Ports on pages 10 – 17

   Fittings for M4 Ports on page 12

   Tubing Sleeves to connect capillary tubing into 1/16” or 1/32” OD 
ports on page 20
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